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(4) The vents provided for ventilating 
attics and roof cavities shall be de-
signed to resist entry of rain and in-
sects. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 58 FR 
55009, Oct. 25, 1993; 70 FR 72046, Nov. 30, 2005; 
71 FR 19639, Apr. 17, 2006] 

§ 3280.505 Air infiltration. 
(a) Envelope air infiltration. The 

opaque envelope shall be designed and 
constructed to limit air infiltration to 
the living area of the home. Any de-
sign, material, method or combination 
thereof which accomplishes this goal 
may be used. The goal of the infiltra-
tion control criteria is to reduce heat 
loss/heat gain due to infiltration as 
much as possible without impinging on 
health and comfort and within the lim-
its of reasonable economics. 

(1) Envelope penetrations. Plumbing, 
mechanical and electrical penetrations 
of the pressure envelope not exempted 
by this part, and installations of win-
dow and door frames shall be con-
structed or treated to limit air infiltra-
tion. Penetrations of the pressure enve-

lope made by electrical equipment, 
other than distribution panel boards 
and cable and conduit penetrations, are 
exempt from this requirement. Cable 
penetrations through outlet boxes are 
considered exempt. 

(2) Joints between major envelope ele-
ments. Joints not designed to limit air 
infiltration between wall-to-wall, wall- 
to-ceiling and wall-to-floor connections 
shall be caulked or otherwise sealed. 
When walls are constructed to form a 
pressure envelope on the outside of the 
wall cavity, they are deemed to meet 
this requirement. 

§ 3280.506 Heat loss/heat gain. 
The manufactured home heat loss/ 

heat gain shall be determined by meth-
ods outlined in §§ 3280.508 and 3280.509. 
The Uo (Coefficient of heat trans-
mission) value zone for which the man-
ufactured home is acceptable and the 
lowest outdoor temperature to which 
the installed heating equipment will 
maintain a temperature of 70 F shall be 
certified as specified in § 3280.510 of this 
subpart. The Uo value zone shall be de-
termined from the map in figure 506. 
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